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Introducing ATRO’s Severe Duty Load Pads
Designed for the most severe load applications!

MA32000-SD
Load Pad, Upper
Mack: 10QK32BP1
Mack: 25115289

Application:  
SS 55-65 Series; SW/
SWW Walking Beam

Length: 6-7/8” 
Width: 5-3/8” 
Height: 3-3/4” 
Pin OD: 1-1/2” 

Qty Per Vehicle: 4

UPC Code:  
751354041132
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BETTER MATERIAL: Polyurethane
Stronger Material: 2-5 times stronger than rubber with superior rebound, 
compression, tensile strength, tear strength and elongation properties 

Lasts Longer: Proven to last longer under severe loads 

Chemically Resistant: Impervious against oil, grease, brine,  
cleaning solvents, hydraulic fluids and diesel fuel

DURABLE - Out performs the competition

MA36000-SD
Load Pad, Lower
Mack: 10QK36B
Mack: 10QK36C
Mack: 10QK388
Mack: 21036254
Mack: 25125064

Application:  
SS 34-44 Series;  
SW/ST34 Series

Length: 6” 
Width: 6” 
Height: 3-3/4” 
Pin OD: 1-3/4” 

Qty Per Vehicle: 4

UPC Code:  
751354041149

MA36500-SD
Load Pad, Upper
Mack: 10QK365A
Mack: 25121508

Application:  
SS 34/44/50;  
SW/ST34 Series

Length: 6” 
Width: 4-1/2” 
Height: 2-1/2” 
Pin OD: 1-3/4” 

Qty Per Vehicle: 4

UPC Code:  
751354041156

MA37000-SD
Load Pad, Upper
Mack: 10QK370
Mack: 25115012

Application:  
SS 34/44/50;  
SW Series; SWS573

Length: 6” 
Width: 4-1/2” 
Height: 3” 
Pin OD: 1-3/4” 

Qty Per Vehicle: 4

UPC Code:  
751354041163

MA37200-SD
Load Pad, Lower
Mack: 10QK372
Mack: 10QK389
Mack: 25124724

Application:  
SS 55/65; SW Series

Length: 7” 
Width: 7” 
Height: 4-1/4” 
Pin OD: 2” 

Qty Per Vehicle: 4

UPC Code:  
751354041170
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ATRO POLYURETHANE

SK50340-HWSD
Insulator Kit w/hdwr
Application:  
SS 34-44 Series;  
SW/ST34 Series

Contains:  
(4) MA36000-SD Pads
(4) MA36500-SD Pads
(4) 7/8”-9UNC 4” Bolts
(12) 7/8”-14UNF 5” Bolts
(12) Locknuts
(16) Flat Washers

Qty Per Vehicle: 1

UPC Code:  
751354041187

SK50380-HWSD
Insulator Kit w/hdwr
Application:  
SS 34-44/50 Series;  
SW/ST34 Series; SWS573

Contains:  
(4) MA36000 Pads
(4) MA37000 Pads
(4) 7/8”-9UNC 4” Bolts
(12) 7/8”-14UNF 6” Bolts
(12) Locknuts
(16) Flat Washers

Qty Per Vehicle: 1

UPC Code:  
751354041194

SK62-50340-SD
Insulator Kit w/hdwr & 
spacer blocks
Application:  
SS 34-44/50 Series;  
SW/ST34 Series

Contains:  
(4) MA36000-SD Pads
(4) MA36500-SD Pads
(8) MS62-29246 Blocks
(4) 7/8”-9UNC 4” Bolts
(12) 7/8”-14UNF 5” Bolts
(12) Locknuts
(16) Flat Washers

Qty Per Vehicle: 1

UPC Code:  
751354041200

SK62-50380-SD
Insulator Kit w/hdwr & 
spacer blocks
Application:  
SS 34-44/50 Series;  
SW/ST34 Series; SWS573

Contains:  
(4) MA36000 Pads
(4) MA37000 Pads
(8) MS62-29246 Blocks
(4) 7/8”-9UNC 4” Bolts
(12) 7/8”-14UNF 6” Bolts
(12) Locknuts
(16) Flat Washers

Qty Per Vehicle: 1

UPC Code:  
751354041217

Impervious to:
• Oil/Grease
• Brine
• Cleaning Solutions
• Hydraulic Fluids
• Diesel Fuel

Rubber Deteriorates

ATRO Polyurethane vs Rubber
• 2-5 Times Stronger
• Rebound & Compression
• Tensile & Tear Strength
• Elongation Properties
• Ranging Durometer

• Engineered to Function
• Providing Peak Performance
• Improving Ride Quality
• Absorbs Shock or  

Transfers Energy
• Exceeds OE Specs
• Longer Lasting Parts


